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A. Install 16.5’ steel pole with a 26’ mast arm (black)., traffic signal heads and signs onto

: Use existing 3", 90°poliyvinyl chloride

B. Install 18.5" steel poie with a 26’ mast arm (black), traffic signgl heads, signs,
video detector camera. “countdown” pedestrian signal heads and pushbutton with
pedestrian education sign onto existing foundation as shown. (Note: Use existing
3": 90°polyvinyl chloride (Schedule 80} bend.)

C. Install 16.5' steel pole with a 50’

mast arm (black), traffic signal heads. signs and

video detector cameras onto existing foundation as shown. (Note: Use existing 3",
90°polyvinyl chloride (Schedule 80) bend.)

D. Install 16.5' steel pole with a 30’

mast arm (biack), fTraffic signal heads. signs. video

attached signal equipment. Install

G. Existing signal heads to remgin.

H. Use existing handhole.

J. Use existing conduit.

K. Proposed video detection area.

L. Existing conduit to remagin.

M.

N.

0.

P. Existing interconnect splice cabinet to remain.
Q

detector camera. “countdown” pedestrian signal heads and pushbg++on with pedestrian
education sign onto exiting foundation as shown. (Note: Use 3", 90°polyvinyl chloride

10’ breakaway pedestal

Use existing conduit bend.)

Remove existing handhole. Cap and abandon existing conduit.

Remove existing signal potes, all attached signal equipment and demol ish

. Existing underground electrical service to be maintained by PEPCD.

F. Use existing NEMA size “6" base-mounted cabinet and controller with electrical utility service
equipment and all necessdary equipment.

Install 10’ pedestal pole with “countdown” pedestrian signal heads and pushbutton with
pedestrian education sign onto existing foundation as shown.

foundation to 12 in.
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GENERAL NOTES:
//,.__%‘__:;‘
74 57 All proposed pavement markings dre detailed on the Pavement
7”/ I Marking Plan.
[

The Contractor is to contact the Montgomery County Department
| of Public Works and Transportation 72 hours prior +o beginning
[ work for the purposes of marking underground signal equipment.

-] All underground utilities shown on these plans are schematic
/ only and may not be complete. The contractor shall be responsible
— for notifying “MISS UTILITY” prior t+o construction so that all
[ utilities may be located in the field. If the contractor perceives

that a conflict between the utilities and the tratfic signal will
occurs the contractor shall notify the project engineer
immediately so that the conflict may be resolved.
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